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GENERAL NOTES AND CONDITIONS:

ELECTRICAL DEMOLITION NOTES:

ELECTRICAL DEMOLITION NOTES (CONT.):

GENERAL ELECTRICAL NOTES:

GENERAL ELECTRICAL NOTES (CONT.):

1. THESE DRAWINGS WERE PREPARED FROM INFORMATION TAKEN FROM THE AVAILABLE 1. THE CONTRACTOR SHALL INCLUDE IN HIS BID ALL COSTS ASSOCIATED WITH 23.  ALL RACEWAYS WHICH ARE EXPOSED AS A RESULT OF NEW WORK SHALL BE 1. ALL ELECTRICAL WORK SHALL BE COORDINATED WITH THE CONSTRUCTION 32. ALL NEW ELECTRICAL PANELS SHALL BE LOCKABLE. PROVIDE OWNER WITH TWO (2)
BUILDING DRAWINGS, ARCHITECTURAL BACKGROUNDS PROVIDED BY THE OWNER AND RELOCATION AND REMOVAL OF ELECTRICAL WORK AS DESCRIBED IN THE DRAWINGS REMOVED AND REROUTED CONCEALED BEHIND FINISHED SURFACES. MANAGER /GENERAL CONTRACTOR AND ALL OTHER DISCIPLINES INVOLVED IN THIS KEYS PER PANEL.
FIELD SURVEY INFORMATION COMPILED BY THE ENGINEERING DESIGN TEAM FOR THE AND SPECIFICATIONS WITH ALLOWANCES FOR EXPECTED OR UNFORESEEN ISSUES PROJECT.
PURPOSE OF ENGINEERING DESIGN. EXISTING CONDITIONS ARE SHOWN AS WHEN CONCEALED WORK HAS BEEN EXPOSED. NO ADDITIONAL CLAIMS FOR WORK 24. EXISTING RACEWAYS THAT ARE NOT BEING REUSED SHALL BE REMOVED BACK TO THE 33. MCC OR PANEL COMPARTMENT DESIGNATIONS ARE AS INDICATED BELOW:
ACCURATELY AS POSSIBLE. THERE IS THE POSSIBILITY THAT CONDITIONS SHOWN ARE ASSOCIATED WITH DEMOLITION WILL BE ACCEPTED, UNLESS, IN CERTAIN CASES, NEAREST JUNCTION OR PULLBOX, AND THE OPENINGS BLANKED. ANY CONDUITS 1.1 CONTRACTOR SHALL REVIEW ALL TRADES CONTRACT DOCUMENTS AND 33.1. BLANK— NOT INTENDED FOR USE, COVERPLATE ONLY.
NOT EXACTLY AS EXISTING. CONTRACTOR SHALL VERIFY ALL DIMENSIONS, ELEVATIONS, CONSIDERED JUSTIFIABLE BY THE ENGINEER. PENETRATING MASONRY SURFACES SHALL BE CUT INTO SURFACE, PATCHED, AND APPLICABLE SHOP DRAWINGS TO DETERMINE SPECIFIC MOUNTING LOCATIONS 33.2. SPACE— CONTAINS NECESSARY BUS AND HARDWARE FOR FUTURE ADDITION OF
LOCATIONS, SIZES AND CONDITIONS AT THE SITE AND REPORT ANY DISCREPANCIES PAINTED TO MATCH SURROUNDINGS. FOR ELECTRICAL EQUIPMENT. BREAKERS OR STARTERS WITHIN RANGE SHOWN.
TO THE ARCHITECT PRIOR TO BEGINNING INSTALLATION OR FABRICATION WORK. 2. NOTE THAT THE FACILITY WILL BE OPERATIONAL DURING THE COURSE OF THIS 33.3. SPARE— CONTAINS A COMPLETE BREAKER OR STARTER INSTALLED, SIZE AS
1 : : CEPTACLES, OUTLETS, A CES, VoIC CES AND O
2.1. THE CONTRACTOR IS TO COORDINATE ALL OF THE DEMOLITION WORK WITH THE EXISTING ELECTRICAL INSTALLATIONS INTERFERE WITH NEW WORK AND WHERE SUCH ESUFPPJEN-L[E%TH ,IE%L”EQ%RAEASE”AV%%SEE\ND |'N ET/F?EATQEEEV'PF%OR NT% THER 34. EXACT LOCATION OF MECHANICAL EQUIPMENT THAT REQUIRE ELECTRICAL
1.2. SHOULD IT APPEAR THAT THE WORK INTENDED TO BE DESCRIBED OR RELATED FACILITY PERSONNEL TO MINIMIZE DISTURBING THE OPERATING EQUIPMENT, INSTALLATIONS ARE TO REMAIN IN USE, THE NEW INSTALLATIONS SHALL BE ROUGH—IN. IN CENTERING OUTLETS AND LOCATION BOXES, ALLOW FOR CONNECTIONS ARE SHOWN ON THE MECHANICAL DRAWINGS.
WORK ARE NOT SUFFICIENTLY DETAILED OR EXPLAINED ON THE DRAWINGS, OR WIRING AND SYSTEMS. RELOCATED AND/OR RECONNECTED TO COORDINATE WITH THE WORK INDICATED ON OVERHEAD PIPES, DUCTS AND MECHANICAL EQUIPMENT VARIATIONS IN
IN THE SPECIFICATIONS, CONSULT THE ENGINEER FOR NECESSARY THE CONTRACT DRAWINGS. DETERMINE AND COORDINATE ALL EQUIPMENT LOCATIONS FIREPROOFING AND PLASTERING, WINDOW AND DOOR TRIM, PANELING, HUNG 35. ALL DEVICES SHALL BE ADEQUATELY IDENTIFIED WITH PERMANENT LABELS OR TAGS.
: : FAILURE TO DO SO WITHOUT EXPENSE TO OWNER.
CASE SHALL WORK PROCEED IN UNCERTAINTY. 26. DISCONNECT AND RELOCATE/RECONNECT ANY ELECTRICAL LINES, BRANCH CIRCUITS, 36. CONDUIT HOMERUNS SHOWN ON THE DRAWING WITH MORE THAN 3 CURRENT
2.3. IF NECESSARY THE CONTRACTOR SHALL PROVIDE TEMPORARY POWER FOR THE DEVICES (INCLUDING FIRE ALARM DEVICES), ETC. AND REPAIR PULL BOXES THAT MAY 1.3. LOCATIONS INDICATED FOR LOCAL WALL SWITCHES ARE SUBJECT TO CARRYING CONDUCTORS ARE SHOWN DIAGRAMMATICALLY. CONTRACTOR SHALL NOT
1.3. EQUIPMENT ARRANGEMENTS ARE DESIGNED TO SHOW PREFERRED FACILITY. BE DISTURBED DURING THIS RENOVATION. UNLESS NOTED OTHERWISE, ALL EXISTING INSTALL MORE THAN 3 CURRENT CARRYING CONDUCTORS IN A RACEWAY UNLESS
CONFICURATIONS. To SUIT KNOWN. CONDITIONS. ACTUAL IHSTALLATION BY , MODIFICATIONS AT OR NEAR DOORS. COORDINATE WITH ARCHITECTURAL AND/OR
: ELECTRICAL WORK WHICH WILL NOT BE RENDERED OBSOLETE AND WHICH MAY BE ENGINEERING PLANS AND INSTALL SWITCH ON SIDE OPPOSITE HINGE. VERIFY DONE SO STRICTLY BY THE NATIONAL ELECTRIC CODE.
CONTRACTOR MAY BE ALTERED AS REQUIRED TO SUIT FIELD CONDITIONS 3. DEMOLITION AND REMOVAL OF WORK SHALL BE PERFORMED IN A NEAT AND DISTURBED DUE TO ANY CHANGES REQUIRED UNDER THE CONTRACT, SHALL BE FINAL HINGE LOCATIONS IN EIELD PRIOR TO SWITCH OUTLET INSTALLATION NEUTRAL CONDUCTORS SHALL NOT BE USED FOR MORE THAN ONE BRANCH CIRCUIT,
ENCOUNTERED DURING CONSTRUCTION WITHOUT COMPROMISING THE INTENT OF PROFESSIONAL MANNER. THE CONTRACTOR SHALL RESTORE, PATCH, PAINT, ETC., RESTORED TO TS ORIGINAL OPERATING CONDITION AT NO GOST TO OWNER. IF ANY ' FOR MORE THAN ONE MULTIWIRE BRANCH CIRCUIT, OR FOR MORE THAN ONE SET OF
THE ORIGINAL DESIGN. ANY INTERIOR/EXTERIOR BUILDING SURFACE TO ITS ORIGINAL CONDITION. EQUIPMENT TO REMAIN IS DAMAGED DURING CONSTRUCTION, IT SHALL BE REPLACED 2. THE CONDUITS SHOWN ON THESE DRAWINGS ARE DIAGRAMMATIC IN NATURE, THEY HEgROUNDED FEEDER CONDUCTORS UNLESS SPECIFICALLY PERMITTED ELSEWHERE IN
WITH NEW (WITH NO COST APPLIED TO OWNER). SHOW THE GENERAL ARRANGEMENT AND SIZE OF THE CONDUITS. THEY ARE NOT :
1.4, THE CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND CONDITIONS 4. REFER TO ELECTRICAL DEMOLITION AND RENOVATION PLANS FOR NEW EQUIPMENT ( ) NTENDED TO SHOW EVERY OFFSET OR INTERFERENCE THAT MAY BE ENGOUNTERED.
AT SITE PRIOR TO STARTING WORK. LAYOUT AND EXTENT OF EQUIPMENT BEING REPLACED, RELOCATED, OR REMOVED. 27. FOR EXISTING PANELS MODIFIED AS PART OF THIS PROJECT, E.C. SHALL TEST AND CONTRACTOR IS RESPONSIBLE FOR ROUTING ALL CONDUIT IN THE MOST EFFICIENT 37. EACH BRANCH CIRCUIT HOMERUN SHALL HAVE NO MORE THAN THREE CIRCUITS.
COORDINATE WITH ALL TRADES AS TO EXTENT OF EQUIPMENT BEING REMOVED OR KEEP ALL EXISTING WORKING CIRCUIT BREAKERS AND SHALL USE THEM FOR. NEW MANNER IN ACCORDANCE WITH PROJECT SPECIFICATIONS. EACH BRANCH CIRCUIT HOMERUN SHALL HAVE A SEPARATE NEUTRAL & GREEN
. ;EEU(IEET'\IICT)EIAS?TICI)\I%L\CJ%IINGBI-:THROI-:SSEPC\;VNHSIICBI-II_ WAY BE ISSUED I3T|Y-|ATTHI/-E\LI(_)WRNUE|T?E,SAQ\EIDBEING EWETL,? Cﬁ;gaﬁ%g SE%”SSSE DAE@DEO;HﬁEgﬁLETgAS FPBA%?LEL?E'HS%SEPX&TW?T%K EQUIPMENT, DEVICES, LIGHTING, AND/OR SPARES. E.C. SHALL REPLACE & AL CONTRACIOR SURPLIED MATERALS SHALL BE NEW AND UL APPROVED. (0R INSULATED EQUIPMENT GROUNDING CONDUCTOR.
OBSERVED, PARTICULARLY WORKPLACE SAFETY AND THE CONDUCT OF ALL THOSE MATCH SURROUNDING CONDITIONS) ALL OPENINGS CREATED BY THIS DEMOLITION. NON—-WORKING BREAKERS WITH NEW 'IN KIND" BREAKERS. PROVIDE BLANK " JPPROVED BY ANOTHER NATIONALLY RECOGNIZED ORGANIZATION) 38. ALL TEMPORARY WIRING, LIGHTING AND POWER CIRCUITS AND DEVICES SHALL BE
EMPLOYED DIRECTLY AND INDIRECTLY BY HIM ON THE PREMISES, AND THE OWNER'S COVERS/COVERPLATES FOR ALL EXPOSED CIRCUIT BREAKER SPACES (THOSE WITHOUT : INSTALLED TO MEET THE LATEST REQUIREMENTS OF THE NATIONAL ELECTRICAL CODE,
EMPLOYEES WHO MAY BE IMPACTED OR AFFECTED BY CONSTRUCTION ACTIVITIES. THE 5. EXISTING CONDITIONS, EQUIPMENT, MATERIALS & SIZES ARE SHOWN FOR REFERENCE INSTALLED CIRCUIT BREAKERS; EXPOSED BUS BARS) FOR PERSONNEL PROTECTION. 4 AL EQUIPMENT SHALL BE INSTALLED IN A NEAT AND WORKMANLIKE MANNER LOCAL, STATE AND FEDERAL REQUIREMENTS FOR SUCH TEMPORARY INSTALLATION.
CONTRACTOR WILL INSTALL SIGNAGE, BARRIERS, AND OTHER MEANS TO PROVIDE : ;
WARNING AND PERSONNEL SAFETY. PLACEMENT OF THESE ITEMS WILL BE b e PR oo A Hlse R NCIES 1O THE 26. ALL MATERIALS AND EQUIPMENT TO BE DEMOLISHED ARE TO BE DISPOSED OF BY D AL NOT prmaoe s RUCTURE. HORIZONTAL OR CROSS RUNS I PARTITIONS 39. THE ELECTRICAL CONTRACTOR SHALL ENSURE THAT RECEPTACLES USED FOR HAND
COORDINATED WITH THE OWNER AND HIS ONGOING OPERATIONS AND WILL PROMPTLY ;EgpgﬁgrBR&C?oRr& BgLPEoSsSALDl(F;ECLEE ﬂrl-:E;XstE|EYAgggRgmgg'W| EHONLTCE?/SLTOAFLSS : TOOLS AND OTHER MISCELLANEOUS EQUIPMENT SHALL BE INSTALLED WITH GROUND
BE REVISED WHEN WORK IN A PARTICULAR AREA HAS BEEN COMPLETED. FAULT INTERRUPTER OR OTHER APPROVED AND RECOGNIZED INTERRUPTING SENSORS.
. %F?}IRIF%ARL EH?QTEQ%TJ%ETS%LELTHBE% %"ZRSPNOONTS'EEECE?&LALLYL lﬁﬁg@%’%ﬁ%ﬁ’g”&%’“ FEDERAL LAWS. ALL MATERIALS THAT ARE CONSIDERED TO BE RECYCLABLE ARE TO 5. UNLESS OTHERWISE STATED, ALL ABOVE GROUND WIRING SHALL BE IN CONDUIT, 3/4
2.1. DURING PERFORMANCE OF WORK, THE CONTRACTOR SHALL BE RESPONSIBLE OTHER DEMOLITION PLANS. THIS WORK SHALL INCLUDE BUT IS NOT LIMITED TO THE BE RECYCLED ACCORDINGLY BY THE CONTRACTOR. 'L“(')CN"é “QX‘E')YUUSM TiEEE i‘iﬁ gb?gggg @fgx'gEgmALLLL BCEOT'SU&%NB[ESI?S 38/1AL|th|:E MOWF”JGE 40. ALL OPENINGS SHALL BE SEALED UPON COMPLETION OF INSTALLATION TO PREVENT
FOR PROVISION AND MAINTENANCE OF WARNING SIGNS, LIGHT SIGNAL DEVICES ) : : THE SPREAD OF SMOKE AND FIRE THROUGH OPENINGS. OPENINGS SHALL ALSO BE
; ' DISCONNECTION, REMOVAL AND DISPOSAL OF; LIGHTING FIXTURES, PANELBOARDS,
GUARD LIGHTS, BARRICADES, GUARD RAILS, FENCES AND OTHER DEVICES, DISCONNECT SWITCHES. RECEPTACLES. JUNCTION BOXES. WIRE. CABLE. CONDUIT 27. REMOVAL OF BRANCH CIRCUITS IN ASSOCIATED PANELS SHALL BE COORDINATED WITH SIZE. ALL MOTORS AND TRANSFORMERS SHALL HAVE FLEXIBLE CONNECTIONS TO SEALED TO PREVENT WATER SEEPAGE WHERE APPLICABLE. ALL OPENINGS SHALL BE
APPROPRIATELY LOCATED ON AND AROUND THE JOB SITE WHICH GIVE PROPER MOUNTING HARDWARE ,STRAPS OR CAESLES ELECTRICAL ’SERVIC’ES ETC’ PER THE’ THE REMOVAL OF EQUIPMENT IN SPECIFIED AREA. REFER TO RENOVATION PLANS AND MINIMIZE VIBRATION. REFER TO ELECTRICAL SPECIFICATIONS FOR ADDITIONAL COORDINATED WITH OTHER CRAFTS TO PREVENT INTERFERENCE AND OBSTRUCTION.
AND UNDERSTANDABLE WARNING TO PERSONS WITH REGARD TO HAZARDOUS SCOPE OF WORK FOR THIS PROJECT. ' ELECTRICAL PANEL SCHEDULES FOR NEW CIRCUITING ARRANGEMENT. ANY WIRING OR INFORMATION. PENETRATIONS THROUGH FIRE WALLS MUST BE MADE BY AN APPROVED THROUGH
CONDITIONS, EQUIPMENT AND OPERATIONS BEING PERFORMED IN CONJUNCTION SIRR%:\ESBI]:-ZIII:II?CTI-\F;I-I:XEI;_E%OSNF%’ARLLCT%I-I:?ETSI-'\IAIllilll_MlligMg\l/IEEWsllRZIElz//éS()l\:ll\)“L)JllgATBEA%KO?O 6. ALL WIRING SHALL BE RUN CONCEALED IN CONDUIT UNLESS SPECIFIED OTHERWISE PENETRATION FIRESTOP SYSTEM.
WITH THE WORK. A . A A : :
T o teiD WiiNG, oD S S LIRS, pa x> TUHES: SOURCE FROM UNUSED OR ABANDONED CIRCUITS, LABEL CIRCUIT BREAKER AS 4. EXISTING FIREPROOFING PENETRATED OR DAMAGED DURING WORK SHALL BE BROUGHT
3. THIS INSTALLATION WILL CONFORM TO ALL CODES AND THE REQUIREMENTS OF SHOWN ON THE DEMOLITION DRAWING. WHERE THE REMOVAL OF THESE ITEMS "SPARE”, AND LFAVE IN THE "OFF” POQSITION. 7. g?gngCTOR SHALL USE TRAPEZE TO SUPPORT MULTIPLE CONDUITS FROM BUILDING BACK TO EXISTING RATING UPON COMPLETION OF WORK.
FEDERAL, STATE, AND LOCAL REGULATORY AGENCIES HAVING JURISDICTION INCLUDING
: ; : DISRUPTS EXISTING WIRING THAT IS TO REMAIN, THE CONTRACTOR SHALL INSTALL IN
BUT NOT LIMITED TO THE FOLLOWING: THE CEILING SPACE: JUNGTION BOXES AND OTHER DEVICES AND PROVIDE BYPASS 28. EXISTING PANELBOARD DIRECTORIES AFFECTED BY THE ALTERATION WORK SHALL BE 42. THE COMPLETE INSTALLATION SHALL BE TESTED AT COMPLETION OF WORK, TO BE
CONNECTIONS NECESSARY TO MAKE CIRCUITS AFFECTED CONTINUOUS AND READY FOR REPLACED WITH NEW "TYPED” DIRECTORIES, TO ACCURATELY REFLECT THE BRANCH 8. SECURE ALL SUPPORTS TO BUILDING STRUGTURE BY STEEL FOR VERTICAL SUPPORT FREE OF GROUNDS AND SHORT CIRCUITS CONDITIONS. ALL INTERLOCK CIRCUITS
BUILDING: INTERNATIONAL BUILDING CODE: 2009 OPERATION.  OTHERWISE. WIRING SHALL BE REMOVED BACK TO THE NEAREST CIRCUIT WIRING MODIFICATIONS AND EXISTING CONDITIONS. AND BY MEANS OF TOGGLE BOLTS ON HOLLOW MASONRY UNITS, EXPANSION SHIELDS SHALL BE TESTED TO VERIFY CORRECT OPERATION OF EACH DEVICE. ALL ROTATING
ELECTRICAL: NATIONAL ELECTRIC CODE: NFPA 70 — 2014 FLECTRICAL JUNCTION BOX THAT IS TO REMAIN OR TO THE SOURCE PANELBOARD ISIN CV%ISSEE%N?RBE%N MIfI\XII-L'g\IERi\?VﬁE\(/)Vg \?VgOhSEL'AI\_IIJGSSURNF(’)AEElsEgl\lfA?WVIggoIDSUSPCPROEIgvTS EQUIPMENT SHALL BE JOGGED TO VERIFY CORRECT ROTATION BEFORE PERMANENTLY
: . : : ENERGIZING.
4. ALL WORK WILL BE LAWFULLY EXECUTED IN A NEAT AND WORKMANLIKE MANNER AND HORIZONTAL RUNS OF METALLIC CONDUITS NOT MORE THAN 10 FT. APART. SUPPORT
WILL BE COMPLETED IN ACCORDANGE WITH THE GOVERNING CODES (ABOVE), S PERATIONS. REMOUAL OF TTEMS THAT WILLGAUSE Mt e oF Tenporary VAL RACEWAY RISERS AT EACH FLOOR LEVEL. RUN EXPOSED RACEWAYS PARALLEL WITH 43. CONTRACTOR SHALL COORDINATE AND SCHEDULE ALL WORK AND SHUTDOWNS OF
INDUSTRY STANDARDS, AND IN CONFORMANCE WITH THE MANUFACTURERS SHUTDOWN SHALL BE PERFORMED DURING OFF—PEAK HOURS. ALL SUCH OUTAGES ' EQUIPMENT WITH FACILITY.
RECOMMENDATIONS AND REQUIREMENTS. SHALL BE SCHEDULED AND COORDINATED WITH OWNER FIELD REPRESENTATIVE TO
ENSURE ESSENTIAL SERVICES OR AREAS CAN BE MAINTAINED. 9. ALL CONDUIT INSTALLATIONS CROSSING EXPANSION JOINTS SHALL HAVE EXPANSION 44. EXCAVATION FOR UNDERSLAB OR UNDERGROUND INSTALLATION OF CONDUITS SHALL
5. WORK UNDER THIS CONTRACT SHALL CONSIST OF THE CONTRACTOR PROVIDING ALL OR EXPANSION/DEFLECTION TYPE FITTINGS AS REQUIRED. NOTE: FOR THE EXACT BE APPROACHED WITH EXTREME CAUTION SO AS NOT TO DAMAGE EXISTING
Eﬁ?\gghﬁgﬁgmﬁ{gﬁ'\l?HFSERS\/.L?;EE’ |,Iq'\(l;(ib%DE|NgU¥VT?,5§ gﬂcaﬁ\l%mQﬁéLgEsigg\XTy\:oﬁugF 9. THE CONTRACTOR SHALL NOTIFY THE OWNER AT THE APPROPRIATE TIME OF THE LOCATIONS OF EXPANSION JOINTS, SEE OWNER FOR EXISTING STRUCTURAL DRAWINGS. UNDERGROUND PIPING, WIRING AND CONDUITS.
: , PROJECTED DEMOLITION AND PHASING SCHEDULE SO THAT REMOVAL OR RELOCATION
EXISTING SURFACES DAMAGED DURING THE CONSTRUCTION. CONTRACTOR SHALL ALSO OF AFFECTED UTILITIES MAY BE CARRIED OUT IN COORDINATION WITH THE PROJECT 10.  ALL UNDERGROUND CONDUITS SHALL BE SEALED TO PREVENT THE ENTRY OF WATER 45. ELECTRICAL CONTRACTOR SHALL PROVIDE CONSTRUCTION MANAGER/GENERAL
PROVIDE ALL EQUIPMENT SHOWN OR SPECIFIED OR AN APPROVED EQUIVALENT. REQUIREMENTS. THE CONTRACTOR SHALL CLOSELY FOLLOW THE DEMOLITION AND OR GASES. CONTRACTOR A SURFACE PENETRATING RADAR SURVEY FOR THE PURPOSE OF
SUBSTITUTED EQUIPMENT OR MATERIALS SHALL NOT BE INSTALLED UNTIL GIVEN PHASING SCHEDULE AND PROGCEED IN THE SPECIFIED SEQUENCE. LOCATING ALL UNDERGROUND (OR IN—SLAB) CONDUITS, PIPING, UTILITIES,
10.  THE SHUTDOWN OF EXISTING BUILDING ELECTRICAL SERVICES SHALL BE COORDINATED : : THE PURPOSES OF ELECTRICAL WORK REQUIRED). SURVEY MUST BE COMPLETED TWO
6. EACH TRADE CONTRACTOR SHALL BE WHOLLY RESPONSIBLE FOR PROVIDING, WITH THE OWNER. MAKE APPROPRIATE ARRANGEMENTS AT LEAST 15 BUSINESS DAYS WATER PIPES, OR APPLIANCES, EXCEPT CROSSINGS WHERE RACEWAY SHALL BE AT WEEKS PRIOR TO CUTTING OF ANY SLAB. THE CONTRACTOR SHALL ASSUME THE
INSTALLING, AND MAINTAINING ALL TEMPORARY POWER SOURCES AND ANY REQUIRED LEAST 2 IN. FROM PIPE COVER.
UTILITES FOR ANY TEMPORARY MECHANICAL. PLUMBING.. AND JOR ELECTRICAL PRIOR TO A SHUTDOWN. RESPONSIBILITY (AND ALL ASSOCIATED COSTS) OF REPAIRING AND/OR REPLACING
: ’ 12, FURNISH PULL STRING IN EACH RACEWAY RUN OVER 10 FT IN WHICH WIRING IS NOT ANY SYSTEMS DAMAGED BY THE SLAB CUTTING PROCEDURES, WHEN PREVENTATIVE
EQUIPMENT OR SYSTEMS (REQUIRED BY THEIR INDIVIDUAL TRADES SCOPE OF WORK) 11.  THE CONTRACTOR SHALL REMOVE AND/OR RELOCATE ALL EXISTING ELECTRICAL WORK INSTALLED MEASURES WERE NOT CONSIDERED OR UTILIZED. COST FOR SURVEY(S) SHALL BE
DURING THE COURSE OF CONSTRUCTION AND PHASING/SEQUENCING OF WORK. THIS WHICH INTERFERES WITH THE NEW ELECTRICAL AND ARCHITECTURAL LAYOUTS IN FULL ‘ SUBMITTED AS A SEPARATE LINE ITEM PRICE (WHEN APPLICABLE).
SHALL INCLUDE BUT NOT BE LIMITED TO THE INSTALLATION AND ROUTING OF: COORDINATION WITH THE ENGINEER'S DEMOLITION PLANS. ALL SYSTEMS WHICH ARE 13, CUT STEEL CONDUIT ENDS SQUARE, REAM SMOOTH. PAINT MALE THREADS OF FIELD
TEMPORARY FEEDERS, CONDUIT, TRANSFORMERS, ON—SITE GENERATOR PACKAGES, NO LONGER REQUIRED TO FUNCTION SHALL BE DE-ENERGIZED AND DISCONNECTED THREADED CONDUIT WITH GRAPHITE BASE PIPE COMPOUND. DRAW UP TIGHT WITH 46. THE ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR VERIFYING VOLTAGE, PHASE, MCA,
OVERCURRENT PROTECTION DEVICES, DISCONNECTS, CONNECTIONS AND AT THE POWER SUPPLY SOURCE. CONDUIT COUPLINGS. MOCP, REQUIRED FOR ALL EQUIPMENT PROVIDED BY OTHER CONTRACTORS PRIOR TO
DISCONNECTION OF EQUIPMENT, ETC. ALL ELECTRICAL WORK MUST BE PERFORMED PURCHASING AND INSTALLING CONDUCTORS, BREAKERS, DISCONNECTS, CONDUIT, ETC.
BY A LICENSED ELECTRICIAN. REFER TO SPECIFICATIONS FOR ADDITIONAL 12, ELECTRICAL CONTRACTOR SHALL PROVIDE AND MAINTAIN ANY CONNECTIONS / 14, ALL WIRING SHALL BE STRANDED COPPER CONDUCTOR. MINIMUM SIZE #12 AWG VERIFY RATINGS WITH FINAL, APPROVED CONTRACTOR EQUIPMENT SUBMITTALS AND
INFORMATION. DISCONNECTIONS AS NEEDED TO ENSURE ADEQUATE SAFETY AND PROTECTION OF ALL (POWER) & 14 AWG (CONTROL), 600 VOLT INSULATION THW/THWN. REFERENCE EQUIPMENT NAMEPLATES DIRECTLY WITH THE PROVIDING CONTRACTOR.
7. CONTRACTOR SHALL BE RESPONSIBLE FOR COSTS INCURRED FOR NONCOMPLIANCE ' SPECIFICATIONS FOR MORE INFORMATION. 47 UNLESS NOTED OTHERWISE WITHIN THE PROJECT CONSTRUCTION DOCUMENTS AND
WITH THESE CONTRACT DOCUMENTS. CONTRACTOR WILL NOT BE ALLOWED CHANGE 13.  ALL ELECTRICAL PANELS SHALL BE MAINTAINED AS WORKING PANELS THROUGHOUT 15. GROUNDING SHALL BE INSTALLED IN ACCORDANCE WITH THE NATIONAL ELECTRICAL " SPECIFICATIONS, ALL NEW ELECTRICAL DEVICES INDICATED ON THE ELECTRICAL PLANS
ORDERS FOR PROBLEMS ARISING FROM NEGLECT OF PROVISIONS INCLUDED IN THESE CONSTRUCTION AND WILL CONTINUE TO MAINTAIN CIRCUITS FOR EXISTING LIGHTING ’ SHALL BE PROVIDED BY THE ELECTRICAL CONTRACTOR (EXAMPLE: DISCONNECT
CONDITIONS OR EQUIPMENT TO REMAIN. PROVIDE AS NECESSARY TEMPORARY LIGHTING AND CODE REGARDING ELECTRODE, GROUNDING AND BONDING REQUIREMENTS FOR (
' . ' SERVICE, EQUIPMENT AND ENCLOSURES. ALL EQUIPMENT SHALL BE PROVIDED WITH A SWITCHES, CIRCUIT BREAKERS, WIRING, CONDUIT, ETC.). VARIABLE FREQUENCY DRIVES,
ELECTRICAL FEEDS TO ANY DEVICES THAT MAY BE REQUIRED FOR UNINTERRUPTED SEPARATE GROUNDING CONDUGTOR VFD CONTROL PANELS. DISCONNECT SWITCHES, COMBINATION MOTOR
8. gémﬁgl é’ﬁDﬁE&FoEﬁ“?&ﬁEE'LN& NElJJUPRlNRGE MCO%STC%UNCQT%,CT%R gggngiUBSTANTlAL USE. PROVIDE TEMPORARY CONNECTIONS FOR RELOCATED EQUIPMENT DURING ' STARTER/DISCONNECTS AND ASSOCIATED COMPONENTS FOR NEW EQUIPMENT
SCAFFOLDING, EQUIPMENT. TEMPORARY PROTECTION, TEMPORARY FIELD STRUCTURES, CONSTRUCTION. 16. CONNEGT CONDUIT 70 WOTOR CONDUT TERMMNAL BOXES WITH FLEXIELE CONDUT PROVIDED BY OTHERS SHALL BE PROVDED BY THE CORRESPONDING CONTRACTOR
AND OTHER MATERIALS OR EQUIPMENT THAT WAS REQUIRED IN CONNECTION WITH 14. ELECTRICAL CONTRACTOR SHALL ENSURE THAT ANY DEVICES AND/OR FIXTURES éAgEWAYS TSO M‘OTORGEOUQ';AHON% SLACK). DO NOT TERMINA FAS A STA BY ELECTRICAL CONTRACTOR (WH OT FACTORY INSTALLED).
o THE CONSTRUCTION, [BUT NOT A PERMANENT PART THEREOF- LOCATED OUTSIDE OF DEMOLITION WORK AREA ARE NOT AFFECTED BY REMOVAL OF ’ 48. T IS THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR TO REVIEW THE
N WIRING AND/OR CIRCUITING. WIRING/CONDUIT SHALL BE LEFT IN A SAFE CONDITION, '
N 9. THOSE PERFORMING WORK AS A CONTRACTOR MUST EXAMINE SUBSTRATES AND 17.  PROVIDE SEPARATE RACEWAYS FOR CONDUCTORS OF NORMAL AND EMERGENCY ELECTRICAL PLANS AND SPECIFICATIONS, AS WELL AS ALL RELATED PROJECT PLANS
= CONDITIONS UNDER WHICH THE WORK IS TO BE PERFORMED AND NOTIFY THE I(-ZAC\)BI\IETITIEBITI;ORINgEU[L)JI?\I% mD AEXJEEESEEACSOETE%EED TO MAINTAIN CIRCUIT CIRCUITS. IN COMMON BOXES, PROVIDE BARRIERS BETWEEN EMERGENCY AND NORMAL AND SPECIFICATIONS FROM OTHER DISCIPLINES, TO BECOME FAMILIAR WITH THE FULL
CONTRACTOR IN WRITING, OF CONDITIONS DETRIMENTAL TO THE PROPER AND TIMELY J : WIRING. PROJECT SCOPE AND COORDINATED RESPONSIBILITIES. CONFLICT OF INTENDED
= COMPLETION OF THE WORK. COMMENCEMENT OF WORK BY A TRADE ON A SURFACE RESPONSIBILITIES SHALL BE BROUGHT TO ENGINEERS ATTENTION, PRIOR TO
- OR CONSTRUCTION SHALL IMPLY ACCEPTANCE OF SUCH SURFACE OR CONSTRUCTION. 15. PORTIONS OF FEEDER RUNS THAT SHALL BE REMOVED OR ABANDONED AS A RESULT 18. LEAVE WIRE SUFFICIENTLY LONG TO PERMIT MAKING FINAL CONNECTIONS. SUBMISSION OF BID.
o DO NOT PROCEED WITH INSTALLATION UNTIL UNSATISFACTORY CONDITIONS HAVE BEEN OF DEMOLITION WORK, BUT WHICH ARE REQUIRED TO REMAIN ENERGIZED, SHALL BE
= CORRECTED. CUT AT CONVENIENT LOCATIONS, REROUTED AND RECONNECTED. NEW FEEDER 19.  WIRE COLOR CODING: PER CODE. WHERE COLOR-CODED CABLE IS NOT AVAILABLE, 49. DURING THE COURSE OF CONSTRUCTION, COORDINATION AND FINAL TURNOVER, IT IS
” O o | NG T aaha oo AL el Ie-UDING CERTIFY IN WRITING AND REQUEST PERMISSION FOR OVERLAP COLOR TAPING OF THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR TO WORK CLOSELY WITH ALL
- 10. THE CONTRACTOR SHALL SECURE ALL APPLICATIONS AND PAY ANY AND ALL FEES AS ’ ' » Bl gﬁggugggggﬁ(ymmgm# IB_ENSEEDGE))OILINS l/SATCECNETSLiIBIF_gRL?ﬁéTISI\II\ITSII.QEC%I_R%F\%JEg?DING, 822%?6&\?%00/-\23NTAR;AE%E?IE\IASET,\}A LE\IAT%RNDER TO ENSURE A SMOOTH RUNNING AND
. OF NSPECTION REQUIRED BY THE AUTHORTIES HAVING JURISDICTION. DELIVER ALL 16, ALL EXISTNG LOW VOLTAGE WIRING FOR FIRE ALARM/SECURITY, SOLND, AND/OR ’ | |
o CERTIFICATES AND APPROVALS TO THE OWNER AGENT PRIOR TO FINAL ACCEPTANCE 20. PULL NO THERMOPLASTIC WIRES AT TEMPERATURES LOWER THAN 32°F. 50. ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE WITH OTHER
o DOCUMENTS AND MAKE APPLICATIONS FOR EACH REQUIRED INSPECTION, PRIOR TO SYSTEMS THAT ARE NOT USED SHALL BE REMOVED IN ITS ENTIRETY BY THE 21. PROVIDE CABLE SUPPORTS FOR WIRE IN RISER CONDUITS AS REQUIRED BY CODE. ELECTRICAL WORK, (DISCONNECTION, RECONNECTION, ETC.) AND ARE NOT INDICATED
O COMMENCING WORK TO AVOID DELAYS DURING CONSTRUCTION. CONTRACTOR. ON THE ELECTRICAL DRAWINGS.
22. ALL SWITCHES SHALL BE MOUNTED AT 48" (TOP OF THE TOGGLE SWITCH) ABOVE
% 11, CONTRACTOR SHALL SUBMIT SHOP DRAWINGS AND MANUFACTURERS DATA SHEETS ON 17. SSU/IEQC%RAEY TEOXIgIEl%C'SgNEﬁTI?SEMEIPCIQET'OE’#CW*T'EXTCﬁE'NEfE SCLSECSLQB’OI'IR oR THE TOP OF FINISHED FLOOR, UNLESS OTHERWISE NOTED. ALL RECEPTACLES SHALL 51. ALL MECHANICAL/PLUMBING EQUIPMENT CONTROLS RATED 10V AND ABOVE SHALL BE
5 ALL EQUIPMENT AND MATERIALS SPECIFIED ON DRAWINGS FOR APPROVAL BY OWNER ) , E1C. BE MOUNTED AT 18" ABOVE THE TOP OF FINISHED FLOOR, UNLESS OTHERWISE WIRED BY A LICENSED ELECTRICIAN.
° OR AGENT FOR THE OWNER. THESE DRAWINGS OR SHEETS SHALL GONTAIN ALL BENEATH THE SLAB. ANY FLOOR SLAB AFFECTED BY THE REMOVAL OF DEVICES FED NOTED ,
S ' VIA UNDERGROUND CONDUIT OR WIRING, SHALL BE FIRESTOPPED AND PATCHED BY :
= NECESSARY DATA, I.E., MANUFACTURER, CATALOG NUMBER, SIZE, DIMENSIONS, THE CENERALCONTRACTOR. AND 10\ MATCH SURRGUNDING FLOOR
T ﬁégéggzéYM%NRGC%EATQLLESTEA%EA QILT%( %LHDEFTNQEEETEISK?G DATA AND DETAILS : 23. PROVIDE PULL BOXES AS INDICATED AND WHEREVER NECESSARY TO FACILITATE
= ' 18. ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR DISCONNECTING, RELOCATING, AND/OR PULLING OF WIRE AND COORDINATE LOCATIONS WITH OTHER TRADES.
2 12.  THE CONTRACTOR SHALL KEEP ONE SET OF THE LATEST ISSUE OF DRAWINGS WHICH RECONNECTING ALL EXISTING EQUIPMENT THAT IS TO REMAIN, EVEN IF THIS
S SHALL REFLECT THE ACTUAL INSTALLED CONDITIONS AND CONNECTIONS OF ALL EQUIPMENT IS NOT SHOWN ON PLANS OR PANEL SCHEDULES. ELECTRICAL o E%%REDYN% RL’??C%T\JNQQUVT.?’H Pg%VERETEXSESBOXES FVERY TOOFT AND AS INDICATED.
| e e e Gvoion S e Corte o |
i MAINTENANCE INFORMATION AND INSTRUCTIONS RECEIVED WITH EQUIPMENT AND : 25. JUNCTION AND PULL BOXES: LOCATE GENERALLY NOT EXPOSED IN FINISHED SPACES.
[ SYSTEMS. ALL "AS—BUILT" DRAWINGS AND MISCELLANEOUS INFORMATION SHALL BE EXISTING GAUGE WIRE FROM EXISTING BREAKER TO RELOCATED EQUIPMENT. WHERE NECESSARY, REROUTE CONDUITS OR MAKE OTHER ARRANGEMENTS FOR
0]
% GIVEN TO THE OWNER AND ENGINEER AT COMPLETION OF WORK. THE CONTRACTOR 19, N THE EVENT THAT ELECTRICAL PLANS CALL FOR EXISTING WIRING TO BE REUSED. CONCEALMENT. COVERS OF JUNCTION AND PULL BOXES SHALL BE ACCESSIBLE.
= SHALL CUARANTEE ALL MATERIAL AND LABOR TO BE FREE FROM DEFECTS FOR A THE ELECTRICAL CONTRACTOR SHALL SURVEY EXISTING WIRING, BOXES, ETC. TO
o ONE YEAR PERIOD FROM THE TIME OF OWNER ACCEPTANCE. ANY DEFECTS , , E1S 26.  SUPPORT JUNCTION AND PULL BOXES INDEPENDENTLY TO BUILDING STRUCTURE WITH
- OCCURRING DURING THIS PERIOD SHALL BE CORRECTED BY THE CONTRACTOR AT NO DETERMINE IF THE EXISTING BRANCH CIRCUIT MAY BE REUSED FOR NEW EQUIPMENT NO WEIGHT BEARING ON CONDUITS.
= ADDITIONAL COST TO THE OWNER. (IF WIRING REMAINS IN TS ORIGINAL CONDUIT). ELECTRICAL CONTRACTOR SHALL
= DETERMINE THAT THE ENTIRE RUN OF EXISTING POWER CONDUIT AND WIRING, FROM
= ' 27. ALL ACCESS DOOR LOCATIONS SHALL BE REVIEWED BY ARCHITECT AND/OR ENGINEER
= 13.  CONTRACTOR IS TO PROVIDE ALL REQUIRED SCAFFOLDING, LADDERS, RIGGING, SOURCE PANEL TO LOAD FOR WIRING TO BE REUSED, IS FEASIBLE FOR REUSE AND PRIOR TO INSTALLATION. /
D HOISTING AND ALL OTHER EQUIPMENT REQUIRED FOR THE INSTALLATION OF THEIR MEETS THHElREQJUL'JREMDENTls NOF THE NATIONAL ELECTRICAL CODE, STATE AND LOCAL
= WORK. CODES HAVING JURISDICTION. 28. FIRESTOP SHALL BE INSTALLED WHENEVER WIRING OR RACEWAYS CROSS FIRE RATED
o CALL PANELBOARDS, DISCONNECTS, AUTOMATIC TRANSFER SWITCHES, ETC., SHALL BE
E = 14. ESTABLISH PASSAGE CLEARANCES REQUIRED TO DELIVER, INSTALL AND ERECT ALL :_:NLE'(':“TSRTI/?:'XEEE Ovl\z?IEE(ETOEI%qSSTIﬂELCtl)IIQSC(l:J(l)TI\ISNI:ZACRE ETSS%E GEETQNDCEI_? gfé CEIETU%% CEAVE MOUNTED SO THAT THE DISTANCE FROM THE TOP CIRCUIT BREAKER OPERATING
(_)] REQUIRE EQUIPMENT. IF STRUCTURES, EQUIPMENT AND SYSTEMS MUST BE ALTERED HANDLE, TO THE TOP OF THE FINISHED FLOOR SHALL NOT EXCEED 6'—6" (MAX.).
o TO PROVIDE PASSAGE OF EQUIPMENT, THE CONTRACTOR SHALL RESTORE IN A SAFE CONDITION (TAG AND LABEL ITS USE) FOR FUTURE RECONNECTION
= STRUCTURES, EQUIPMENT AND SYSTEMS TO THEIR ORIGINAL CONDITION AT THE DURING RENOVATION PHASE. 29. ALL PANELS SHALL BE BALANCED AS EVENLY AS POSSIBLE ACROSS PHASES. ALL
S CONTRACTOR'S EXPENSE; INCLUDING REMOVING AND REPLACEMENT OF ALL CEILING
O 20. ALL WIRING NOT INDICATED FOR REUSE SHALL DISCONNECTED AND REMOVED FROM PANELS SHALL HAVE PERMANENT DIRECTORIES. CIRCUIT CHANGES SHALL BE
| AS REQUIRED TO COMPLETE THE WORK. LOAD TO SOURCE (INCLUDING DATA, COMMUNICATION, OR TELEPHONE WIRING). ANY REFLECTED ON "AS BUILT™ DRAWINGS.
; ) ) .
Y 15. THE CONTRACTOR SHALL REPLACE ALL FIREPROOFING MATERIAL, INCLUDING SPRAY Igg]NCDHUIZIESTng:\/IBEI'Ea %HLR%TJNMSEI?‘:NEZ)N%?TTOFQ(;E SHALL BE CUT INTO SURFACE AND 30. ALL SURFACE MOUNTED PANELS AND PANELBOARDS INSTALLED ON THE INSIDE FACE
< QXSE'EEFESA“:\Elcﬁg%%NRngYpii TH/QTEPEOSEI%%V%B\TTE% | :IP%OHXyCI)SDAITI\IIETEEG%JAlEMT%NTT’HE ' OF EXTERIOR WALLS, ABOVE GRADE OR IN OTHER LOCATIONS CONSIDERED AS DAMP,
= , , . »
o RATING OF AN EXISTING FIRE—RATED ASSEMBLY SHALL BE REPLACED SO THAT THE 21. PANELBOARD CABINETS SHALL NOT BE USED FOR OTHER PURPOSES THAN CIRCUIT SHALL BE MOUNTED SO AS TO MANTAIN A 1/4” AR SPACE BETWEEN THE
- FULL FIRE RATING IS PRESERVED. BREAKER INSTALLATIONS AND DISTRIBUTION POINTS, AND SHALL NOT BE USED AS A ’
|
. JUNCTION OR PULLBOX.
P
c 22.  ALL UNUSED OUTLET BOXES THAT ARE TO REMAIN SHALL BE PROVIDED WITH
= MATCHING BLANK COVERS AND LABELED.
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three inches = one foot

one half inch = one foot three quarters inch = one foot one inch = one foot one and one half inches = one foot

three eighths inch = one foot

one quarter inch = one foot

one eighth inch = one foot
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SYMBOL LIST SHOWN IS FOR GENERAL REFERENCE ONLY. THE PRESENCE OF A SYMBOL DOES
1PH SINGLE-PHASE FA FIRE ALARM (RE) RELOCATED EXISTING NOT IMPLY ITS USE ON THIS PROJECT. REFER TO THE DRAWINGS FOR SPECIFIC SYMBOLS USED.
1P SINGLE POLE FAAP FIRE ALARM ANNUNCIATOR PANEL RCP REFLECTED CEILING PLAN
2/C TWO—CONDUCTOR FABL FIRE ALARM BELL REC RECESSED
3/C THREE—CONDUCTOR FABX FIRE ALARM BOX RECPT RECEPTACLE
3PH THREE—PHASE FACP FIRE ALARM CONTROL PANEL RGS RIGID GALVANIZED STEEL TRANSFORMER, PLAN Q PUSHBUTTON
4/C FOUR—CONDUCTOR FC FOOTCANDLE RM ROOM
4w FOUR-WIRE FI FILM ILLUMINATOR RMS ROOT MEAN SQUARE @ VOTOR
A/C UNIT AR CONDITIONING UNIT A FULL LOAD AWPS e EATRED BRANCH CIRCUIT HOMERUN. HALF~ARROWS INDICATE
A/E ARCHITECT /ENGINEER FLEX FLEXIBLE METALLIC CONDUIT sce SHORT CIRCUIT CAPACITY NUMBER OF CIRCUITS. ONE SEPARATE GREEN
AAP ALARM ANNUNCIATOR PANEL FLT FLOODLIGHT SES SERVICE ENTRANCE SECTION GROUNDING CONDUCTOR SHALL BE PROVIDED FOR EACH O METER
AC ALTERNATING CURRENT OR ARMORED CABLE FLUOR FLUORESCENT SD SMOKE DETECTOR HOMERUN; NOT SHOWN
ACC ACCESSIBLE FLUOR FIX FLUORESCENT FIXTURE SF SQUARE FOOT (FEET)
ADDL ADDITIONAL FOUTT TELEPHONE FLOOR OUTLET SHT SHEET DISTRIBUTION PANEL
ADJ ADJACENT, ADJOINING FP FIRE PROTECTION Sl INTERNATIONAL SYSTEM OF UNITS ©) JUNCTION BOX
ADO AUTOMATIC DOOR OPENER FT FEET OR FOOT SPEC SPECIFICATION — LIGHTING OR POWER PANEL
AF AMPERE FRAME OR AMP FUSE FU SW FUSED SWITCH SPST SINGLE POLE, SINGLE THROW
AFC ABOVE FINISHED COUNTER, AUTOMATIC FREQUENCY FVNR FULL VOLTAGE NON—REVERSING SURF SURFACE
CONTROL, OR AVAILABLE FAULT CURRENT FVR FULL VOLTAGE REVERSING SwW SWITCH PB PULL BOX
AFF ABOVE FINISHED FLOOR SWBD SWITCHBOARD RECEPTACLE, DUPLEX
AFG ABOVE FINISHED GRADE G OR GND GROUND OR GENERATOR SWGR SWITCHGEAR
AH AMPERE HOUR GEN GENERATOR
AHJ AUTHORITY HAVING JURISDICTION GFCl GROUND FAULT CIRCUIT INTERRUPTER TC TIME CLOCK - ﬁ,ETCE%F;TJ\F?TLEEF’Q DUPLEX WITH GROUND FAULT CIRCUIT l EARTH GROUND
AlC AMPERE INTERRUPTING CAPACITY GTB GROUND TERMINAL BOX TEL TELEPHONE =
ALT ALTERNATE TP TWISTED PAIR
AMB OR A AMBIENT HID HIGH INTENSITY DISCHARGE TPS TWISTED PAIR SHIELDED =B RECEPTACLE, QUADRAPLEX
AMP AMPERE HOA HAND—OFF —AUTOMATIC TTB TELEPHONE TERMINAL BOARD
ARCH ARCHITECT HP HORSEPOWER v TELEVISION PANEL
ASC AMPS SHORT CIRCUIT HT HEIGHT TYP TYPICAL $ RECEPTACLE, ISOLATED GROUND NAME
AT AMPERE TRIP HZ HERTZ
ATS AUTOMATIC TRANSFER SWITCH UFD UNDERFLOOR DUCT = RECEPTACLE, DUPLEX WITH GROUND FAULT CIRCUIT VOLTAGE PANELBOARD, SINGLE LINE
AUTO AUTOMATIC IESNA ILLUMINATION ENGINEERING SOCIETY OF NORTH AMERICA UGND UNDERGROUND INTERRUPTER AND ISOLATED GROUND LOCATION
AV AUDIO VISUAL IMC INTERMEDIATE METAL CONDUIT uL UNDERWRITERS LABORATORY LOCATION
INCAND INCANDESCENT UON UNLESS OTHERWISE NOTED ® RECEPTACLE, SPECIAL PURPOSE LOCATION
BAT BATTERY IR INFRARED UPS UNINTERRUPTIBLE POWER SUPPLY .
BC BARE COPPER IWH INSTANTANEOUS WATER HEATER uTIL UTILITY $3 SWITCH
BD BOARD a = (LOWER CASE LETTER) LIGHT CONTROLLED BY TAGGED
BFF BELOW FINISH FLOOR J—BOX JUNCTION BOX v VOLT (SWITCH ) P DISCONNECT SWITCH, FUSED
BIL BASIC INSULATION LEVEL VA VOLT AMPERE C = SECONDARY CLOCK
BLDG BUILDING kV KILOVOLT VAR VOLT AMPERE REACTIVE F = FUSED SWITCH I:l_, DISCONNECT SWITCH, UNFUSED
BPIP BOILER PLANT INSTRUMENTATION PANEL KVA KILOVOLT AMPERE VFD VARIABLE FREQUENCY DRIVE FAN = FAN OUTLET 7'=0" AFF
BRKR BREAKER KVAH KILOVOLT AMPERE PER HOUR VOLT VOLTAGE K = KEY OPERATED
BYP BY PASS KVAR KILOVOLT AMPERE REACTIVE L = LOCK XH STARTER, COMBINATION W/DISC. SW.
kW KILOWATT W WATT LM= LOW VOLTAGE MASTER
¢ CONDUIT kWH KILOWATT HOUR WH WATER HEATER M = MANUAL MOTOR STARTING X STARTER OR MOTOR CONTROLLER
CAB CABINET kWHM KILOWATT HOUR METER WP WEATHERPROOF MC= MOMENTARY CONTACT
CALC CALCULATE _
CAP CAPACITY LED LIGHT EMITTING DIODE XFER TRANSFER g; ggggﬁ@gﬁpsEVN/S)LROT(WL}GWAN(EQER'&ELRFTQTS)EE)) VARIABLE FREQUENCY DRIVE WITH HAND, OFF, AND
CAT CATALOG LF LINEAR FEET (FOOT) XFMR TRANSFORMER P = WITH PILOT LIGHT VFD  AUTO SELECTOR SWITCH.
CATV COMMUNITY ANTENNA TELEVISION LM LUMEN PB— PUSH BUTTON STATION
CCR CONTROL CONTACTOR LP LIGHT POLE Ro— REMOTE CONTROL
cCcTv CLOSED CIRCUIT TELEVISION LPS LOW PRESSURE SODIUM WP— WEATHER PROOF EXIT SIGN: ARROW DIRECTION INDICATED ON PLANS.
cd CANDELA LRA LOCKED ROTOR AMPS X = EXPLOSION PROOF @ SINGLE SHADING INDICATES SINGLE FACE OR 2
cD CONSTRUCTION DOCUMENTS LTCP LOCAL TEMPERATURE CONTROL PANEL 5 = 5 POLE —_— SHADED AREAS INDICATES DOUBLE FACED UNIT.
CF CONTRACTOR FURNISHED LT LIGHT 53 WA
CF/Cl CONTRACTOR FURNISHED/CONTRACTOR INSTALLED LTG LIGHTING 1= 1 WAy
CF /0l CONTRACTOR FURNISHED/OWNER INSTALLED LTG PNL  LIGHTING PANEL = PX—h  PX—#  PX—fH
CFE CONTRACTOR FURNISHED EQUIPMENT LTNG LIGHTNING
CHW CHILLED WATER LV LOW VOLTAGE O LIGHTING FIXTURE: UPPER CASE LETTER BELOW FIXTURE
CHWP CHILLED WATER PUMP OCCUPANCY SENSOR — WALL MOUNTED A A A DENOTES FIXTURE TYPE IN LIGHTING FIXTURE SCHEDULE.
CKT CIRCUIT MATV MASTER ANTENNA TELEVISION SYSTEM PX—tf  PX—tf UPPER CASE LETTERS ABOVE INDICATES PANEL AND
CKT BRKR  CIRCUIT BREAKER MAX MAXIMUM 63 OCCUPANCY SENSOR — CEILING MOUNTED CIRCUIT POWERING FIXTURE.
CLF CURRENT LIMITING FUSE MC METAL—CLAD H
CcLG CEILING MCA MINIMUM CIRCUIT AMPS A A
CMU CONCRETE MASONRY UNIT MCB MAIN CIRCUIT BREAKER
o R orrc ves o DSTRBLION AA @9 POINT OF CONNECTION TO EXISTING ELECTRIC SYSTEM 4 o HALF SHADED FIXTURE INDICATES FIXTURE IS ON EMERGENCY
COMPT COMPARTMENT MECH MECHANICAL CIRCUIT OR NIGHT LIGHT (SEE FIXTURE SCHEDULE)
CONC CONCRETE MG MOTOR GENERATOR O_, END OF DEMOLITION POINT. @  —
CONT CONTINUE MH MANHOLE
CONTR CONTRACTOR MIN MINIMUM
COORD COORDINATE MOCP MAXIMUM OVERCURRENT PROTECTION OR INDICATES EQUIPMENT TO BE DEMOLISHED
CPT CONTROL POWER TRANSFORMER MLO MAIN LUGS ONLY
CRI COLOR RENDERING INDEX MT MOUNT
cT CURRENT TRANSFORMER MTD MOUNTED
CTv CABLE TELEVISION MTG MOUNTING @ KEY NOTE SYMBOL
cu COPPER MTS MANUAL TRANSFER SWITCH
CU FT CUBIC FEET MV MEDIUM VOLTAGE
CUR CURRENT MVA MEGAVOLT—AMPERE MULTIPLE KEY NOTES APPLYING TO THE
MW MEGAWATT MICROWAVE SAME TEM
DB DECIBEL OR DIRECT BURIAL
DC DIRECT CURRENT NA NOT APPLICABLE
o DCP DIMMER CONTROL PANEL NEC NATIONAL ELECTRICAL CODE DETAIL IDENTIFIER
AN DEG C DEGREES CELSIUS NEMA NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION DETAIL #
= DEG F DEGREES FAHRENHEIT NEUT OR N NEUTRAL DRAWING # (WHERE DETAIL IS FOUND)
DEMO DEMOLITION NFPA NATIONAL FIRE PROTECTION ASSOCIATION
- e e == s o
© DISTR DISTRIBUTION NO NORMALLY OPEN
o DISTR PNL DISTRIBUTION PANEL NS NO SCALE . E — AREA OF WORK
= DMR SW  DIMMER SWITCH NTS NOT TO SCALE
. DN DOWN
DPDT DOUBLE POLE, DOUBLE THROW oc ON CENTER
< DPST DOUBLE POLE, SINGLE THROW oD OUTSIDE DIAMETER C C CABLE TRAY
o DRSW DOOR SWITCH oL OVERLOAD
© DS DISCONNECT SWITCH N TELE/DATA PORT WITH 1 VOICE, 2 DATA AND ONE BLANK.
J e ORAWING EA ESEEUC ADDRESS
Lo
éE) EXISTING TO REMAIN PB PANELBOARD, PULL BOX, OR PUSHBUTTON A, AT PR 1THS WITH 2 VOICE AND 2 DATA
b o ER) EXISTING TO BE RELOCATED PBPU PREFABRICATED BEDSIDE PATIENT UNIT CONNECTIONS
= EC EMPTY CONDUIT PCB POLYCHLORINATED BIPHENYL
N EG EQUIPMENT GROUND PEC PHOTOELECTRIC CELL
= EL ELEVATION PED PEDESTAL AN TELEPHONE PORT
I ELEC ELECTRIC OR ELECTRICAL PEND PENDANT
= ELEV ELEVATOR PF POWER FACTOR A DATA PORT
s EMCP EMERGENCY MONITORING CONTROL PANEL PH PHASE
2 EMER EMERGENCY PNL PANEL
e EMI ELECTROMAGNETIC INTERFERENCE POD POWER OPERATED DAMPER :@ S RITY ACCESS, VIDEQ  CAMERA WITH LENS, ANGLE OF
= EMT ELECTRICAL METALLIC TUBING PT POTENTIAL TRANSFORMER
i ENCL ENCLOSURE PTRV POWER TYPE ROOF VENTILATION
T EPO EMERGENCY POWER OFF PVC POLYVINYL CHLORIDE (PLASTIC) DC DOOR CONTACT
© EPRF EXPLOSION PROOF PWR POWER
o ESMT EASEMENT
0 EWC ELECTRIC WATER COOLER @ SPEAKER — PUBLIC ANNOUNCEMENT
- EWH ELECTRIC WATER HEATER PA
= EXIST EXISTING
c sV PUBLIC ANNOUNCEMENT VOLUME CONTROL
=
i HM CARD ACCESS READER; LETTER INDICATES AS FOLLOWS:
< T M=MOUNT
= C—CEILING  D-DESK  F—FLUSH H—HIDDEN M—MULLION
- P—PEDESTAL R—-RACK  S—SURFACE  W—WALL
| T=TECHNOLOGY/TYPE
- B—BARCODE C—CONTACT
= F—ELEVATOR FLOOR CALL H—ELEVATOR HALL CALL
3 M—MAG STRIP P—PROXIMITY
_ S—SMART CARD T—TOKEN
—
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three inches = one foot

one and one half inches = one foot

one inch = one foot

three quarters inch = one foot

one half inch = one foot

three eighths inch = one foot

one quarter inch = one foot

GENERAL SHEET NOTES:

1. SEE DRAWING E—-001 AND E-002 FOR GENERAL NOTES, SYMBOLS AND ABBREVIATIONS.
ALL NORMAL POWER CIRCUITS SHOWN, U.O.N., SHALL BE CIRCUITED TO PANEL GAB.

16

8

4

one eighth inch = one foot

0

PLAN NORTH
Q== el ey e e NS | S S 3. ALL EMERGENCY POWER CIRCUITS SHOWN, U.O.N., SHALL BE CIRCUITED TO PANEL
: EGA—A. EMERGENCY FIXTURES ARE SHOWN HALF SHADED.
’ |
C=1 : - .
| 1L (> SHEET KEYNOTES:
ACTUAL ' 1. THE PREFABRICATED AUDIO BOOTHS ARE TO BE SUPPLIED WITH INTEGRAL LIGHTS,
NORTH I SWITCHES, RECEPTACLES, AND PHONE/DATA OUTLETS. CONTRACTOR SHALL REFER TO
: MANUFACTURER'S RECOMMENDATIONS AND PROVIDE ALL REQUIRED RACEWAY AND
—~ I CONDUCTORS TO SUPPLY POWER AND PHONE/DATA TO THE AUDIO BOOTHS. REFER
I o : TO EP—101 FOR CIRCUITING.
ABOVE ' 2. NEW NORMAL POWER LIGHTING FIXTURES, A1 AND D1 WITH "*”, IN NEW CORRIDORS
I 011, 011A, 012A, 012B, AND 013 SHALL BE CIRCUITED TO EXISTING CIRCUIT AND
: SWITCHING SCHEME SERVING EXISTING LIGHTING IN CORRIDOR O10A. A LOW—VOLTAGE,
1. MANUAL ON/OFF, OVERRIDE SHALL BE PROVIDED FOR FIXTURES IN THE NEW
I = CORRIDORS LISTED ABOVE.
CT 3. THE PREFABRICATED AUDIO BOOTHS ARE TO BE SUPPLIED WITH INTEGRAL LIGHT
= I FIXTURES AND SWITCHES. CONTRACTOR SHALL REFER TO MANUFACTURER’S
‘ RECOMMENDATIONS AND PROVIDE ALL REQUIRED RACEWAY AND CONDUCTORS TO
I SUPPLY AND INSTALL LIGHT FIXTURES TO THE AUDIO BOOTHS.
I I [ LIGHT BOOTHS WILL BE CONNECTED TO PANEL EGA—A, CIRCUIT 37.
ABOVE !
C=3 I
I ! I
1 =
! i
| 1 '
C=3 : |
J I
I I - ———— ! i
—— — — — — J I — i N_EN -:
I, ‘C=1 r o
|
_ _ i ;
K m— ! ; .
. - - - - - ’ ABOVE TESTING " ! I
| = - AG17 I I 7
4 i - | -
: MM P — C=3 i c-o 0 T ; !
I OFFICE — ' I ;
L e - g Lacs L \ TESTNG  CONFERENCE  spercH | ! : |
! TESTING - AGI7 AG15 THERAPY i \ (E)PANEL EGA-A — | 2
I i TEST'NG M I I I I I I —I m ! \ (E)PANELEGA_A‘]_/!' C’\‘—_"l_“_“:“_“_“__“2‘\_\\_\\_\\_\\_\\_\\_\\_:
g AG32 - AUD OFFICE AUD OFFICE —— ' P i
i = AG23 T AG2L ' : = ©paneL o0 —I oy 7 7 :
- BT o wm | | mm W ;
! a C—T—J -3 Cc=J $ $ $ '~ 3 & ! 11
- TESTING ] $ T (E)FIRE ALARM H
I I et I I (E)PANEL GAA / TERM. CAB. | |e | 2 a1
' AG30 - DC—G A2 :
i — CORRIDOR I
| — GIT , | |:| |:| |:| I (E)LIGHTING X '
: TESTIG 2 2 | CONTROL PANEL 33 2 I
I Bbsd — ¢ s s (E)PANEL GAC &) ' AUDIO I O $ :
- — ; | w— ) we—m Nl 4 A1
| i $ ,% — !_ , Bo%% 45 e |
- - L | | -
\ I @ a 79 I
! @ CORRIDOR = C—3 —— C—3 I N - ; 1 :
- G12 / 0] o
ABOVE | 1,
I L NG TREATMENT CHIEF RECEPTIONIST / : | L
- IESTING OFFICE i AG24 AUDIOLOGY AG20 M _TOILET I R I
I Abs0 AUD AG22 AG18 ] AUDIO . a -
' | AG28 o I CONTROL #5 ) g - I
: s e ma— m— mi— l i AGTOA all JOL b ey
I ' f — i 0148
\ — - - - - - i ! ~ I
\ I AUDIO s ( Af :
I AG16 A 9 -
ﬁ I @ 1 |
= I (@) (@] Al | |
= AUDIO . o o I = ===/
o CONTROL #6 i ;
< : ELECTRICAL LIGHTING DEMOLITION PLAN AGI6A o(1)o l
3 SCALE: 1/8”" = 1'-0” ‘
2 ' HALLWAY. !
B OFFICE ¢ 014A :
! AG17A
Sl OFFICE — — ELEC i
> AG18 9 3 ROOM. !
i AUDIO ——— — AUDIO OFFICE —  OFFICE #3 — RECEPT |— - (N)PANEL GAB T crnpway ;
o CONTROL #4 BOOTH #4  AG22 AG21 act7 | A2 1 —//l_ : STARWAY NO. 1 )
AG23A AG23 9y \ _ [ DATA
- ¢ = - - - 28 | | : ROOM.
o I —3) 2 $ 9 L I | AGO1
= [ 3 Pt :
= FFICE — CALIBR /FAB — | — i 4 \ o5 | | 4 L -
| AG31 AG25 o @/\37 o ' J mE Al o oA AL ! WAITING I - ELEC
0 I B — — - — - — N OABOVEO o [
; A1 A& AG10 [ 1 ROOM
— I/ o . = s NGEE TOILET ' ROOM
S . L= — LIS () & sb 2 | = e 79 % 9 logh - / AG10A I | AGO3
g ‘ aD0 s 8 B[] oo | A o1 = 2 4 S S e ' :
o BOOTH #1 . O ABOVE O = } . : ROOM. : /—
o o5 HALLWAY ' P . S
- ac3z | o i 2 Al i o013 7% = JESES S = I | ) N\ (E)PANEL EGA-A '
- I | & y p & 7 El 5609 3% 502 [ 1, Ik (E)PANEL EGA—A g
1% - (o] (o] Ut—5c EEa A2
= SHAFT || HAL WAL s [ JOL = sl o] &l e % £2 d | Al vo I [ 4 (E)panEL 6a0 —H
[ B 25 | | 9 I | | BT .
#1 B $OS Qn 5 - X I’ j 39
= Dig*”  Dig™” o, AL 3 sad " g2
£ ' AUblo Tl —e & oF ot 29 $30$30 s 29 1 L $0s 3 I} j? = (E)FIRE ALARM
£ I | CONTROL #] o o e L M LA A1 A1 A1 A1 A1 \39 1 I (E)PANEL GAA EER% CAB.
- AG32A | @ _"XE%?, _thg(lﬂv'?é *x@f HALLWAY (2 . @x ‘ol -
I X , __1 69/ 011 9% 39 (E)LIGHTING $
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